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•   All metal parts pretreated with a 
phosphate bonding process and 
post-painted with an electrostati-
cally-applied high temperature 
baked white enamel for superior 
quality and durability.

APPLICATION

FINISH

ELECTRICAL

•   Designed for commerical/indus-
trial applications where maximum 
fi xture effi ciency is required.

•   90% effi ciency provides energy 
saving one-for-one alternative to 
HID High-Bay systems.

•   Available in T5 or T8 versions.
•   Optional polycarbonate framed 

lens and/or heavy-duty wire guard.
•   Pendant mounted or chain hung, 

surface or stem mounted.

•   Die-formed 20 gauge cold rolled 
steel housing.  Knockouts provided 
on housing back for mounting and 
electrical connections.

•   Custom designed enhanced 
aluminum refl ector with 95% 
refl ectance.

•   Optional 3/4” conduit suspension 
mount system

•   Balast easily removed without the 
use of tools.

High Performance
Industrial

CONSTRUCTION

•   Electronic Class P, CBM/ETL 
certifi ed, HPF and High Light 
Output ballasts comply with 
Federal Energy Effi ciency 
Standards.

•            listed and           listed.

•   I.B.E.W. labeled.
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WL-HE SERIES
High Performance
Industrial

PHOTOMETRIC DATA

Wismarq Light Company, Inc.. 
HE.1105

ORDERING GUIDE
LAMPS:
32  -  32 Watt T8
54  -  54 Watt T5

BALLASTS:
EO  -  Electronic T5 & T8
CO  -  Electronic (3 & 4 lamp)

Note:  On electronic fixtures with 3 or 
more lamps, CO designates single circuit 
operation.  EO designates 2 ballasts in 
fixture wired inboard/outboard.

VOLTS:
1  -  120 Volts
4  -  277 Volts
8  -  Universal 347-480 Volts
9  -  Universal 120-277 Volts

Lens:
BLANK - 
CPRS-
WGRS-
CPWGRS -

OPTIONS:
Use the following suffix for:

-CD       Conduit Suspension Mount
-MS Motion Sensor - Consult Factory

-F1 Fusing, one per fixture
-F2 Fusing, one per ballast

Emergency Ballast - Please consult Op-
tions page for complete listings.

Cord options available.

Catalog Number:  WL-HE55448-CO9
Lamps:  Five T54T5HO Lamps, Rated at 5000 Lumens Each

Zonal Lumen Summary
Zone Lumens %Lamp %Fixt
0-30 8110.6 32.4 35.2
0-40 12280.9 49.1 53.3
0-60 18832.9 75.3 81.7

60-90 4221.6 16.9 18.3
0-90 23054.5 92.2 100.0

90-180 7.2 0 0
0-180 23061.7 92.2 100

Luminance in Candela
Per Square Meter

Angle
in Deg

Avg
0

Avg
22.5

Avg
45

Avg
67.5

Avg
90

0 14598 14598 14598 14598 14598
45 12586 10352 6063 4914 5028
55 11123 7409 4543 4732 4866
65 8875 4729 4209 4730 5180
75 5906 3201 4245 4988 5357
85 2037 1865 1582 1321 1241

Coefficients of Utilization - Zonal Cavity Method
Effective Floor Reflectance 20%

RC 80% 70% 50% 30% 10% 0%
RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
0 110 110 110 110 107 107 107 107 102 102 102 98 98 98 94 94 94 92
1 101 97 93 89 98 95 91 88 91 88 85 87 85 83 84 82 80 78
2 92 85 79 74 90 83 78 73 80 76 72 77 73 70 74 71 68 66
3 85 76 69 63 83 74 68 62 71 66 61 69 64 60 67 63 59 57
4 78 68 60 54 76 67 59 54 64 58 53 62 57 52 60 56 52 50
5 72 61 53 48 71 60 53 47 58 52 47 56 51 46 55 50 46 44
6 67 56 48 42 66 55 47 42 53 47 42 52 46 41 50 45 41 39
7 63 51 43 38 61 50 43 38 49 42 37 47 42 37 46 41 37 35
8 59 47 39 34 57 46 39 34 45 39 34 44 38 34 43 37 33 32
9 55 43 36 31 54 43 36 31 42 35 31 41 35 31 40 34 31 29

10 52 40 33 29 51 40 33 28 39 33 2 38 32 28 37 32 28 27

Total Luminaire Efficiency:  92.2%

HE  6 54 EO48 -  1

Series
Nbr. of
Lamps

Lamp
Style

Fixture
Size Ballast Volts Lens Options

HE 4 32 48 CO, EO 1

HE 5 32 48 CO, EO 1

HE 6 32 48 CO, EO 1

HE 4 54 48 CO, EO 1

HE 5 54 48 CO, EO 1

HE 6 54 48 CO, EO 1
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CPRS

DIMENSIONS
specifications and dimensional data subject to 
change without notice

WISMARQ 


